SAMPLE INSTALLATION (CLAMP_ON METER)

FINAL GRADE

50" MIN (PER NESC)
COUNTERPOISE

UTILITY GROUND

GROUNDING CONDUCTOR -
IS THE PERIMETER GROUND,

= — [NDICATES CONNECTION

MANHOLE

DATA SHEET FOR RECORDING

GROUND RESISTANCE BY THE FALL OF POTENTIAL METHOD.

TYPE OF METER AND MFG.

MANHOLE NUMBER + TYPE:
POLE NUMBER + SiZE:

STREET ADDRESS:

NAME OF PERSON

PERFORMING TEST:

WF. 8
TEMPERATURE (AIR):

— £

SIZE OF GROUND RODS:

548_DIA COPEER_CLAR. UNLESS NOTED
SIZE OF CABLE FOR GROUND WIRE AND/OR COUNTERPOSSE IS 4/0 COPPER (BARE) 7 STRAND, UNLESS NOTED

TOTAL

: SHEET
F.AP, RTE, SECTION COUNTY icieeral “ND.
338/1. 59 | 26+t=035~t~~ |[DUPAGE

CONTRACT 60P42
FED,ROAD.DIST.NO. ILLINOIS | FED. AID PROJECT

100°
CLAMP ON TEST METER 80
METER CAN BE BOUGHT FROM
MITCHELL INSTRUMENT TEST INSTRUMENT:
1570 CHEROKEE ST. MAK \ e er ]
SAN m(cos.} % 920896301 UFACTURER
PHONE: (888) 270-2690 GROUND_ROD
MODEL NO: UNDER TEST
8" MIN PER NESO @ TEST METHOD USED . .
PER GROUND ROD. CALIBRATION DATE: = . % 1} 3 POINT ELECTRODE AC "FALL—OF—-POTENTIL
WETER
NQTE: UTILITY GROUND
OBSERVE ALL SAFETY REQUIREMENTS AND THEN REMOVE COVERING ON THE GROUND AFTER NOTING THE GROUND CURRENT, SELECT THE GROUND RESISTANCE RANGE 12° (OHM) NOTE
CONDUCTOR [F PRESENT AND PROVIDE SUFFICIENT ROOM FOR THE MODEL 3730/3730 AND MEASURE THE RESISTANCE DIRECTLY. THE READING YOU MEASURE WITH THE DISTANCE laUX, ELECTRODE| oo oo
JAWS, WHICH MUST BE ABLE TO CLOSE EASILY ARGUND THE CONDUCTOR. THE JAWS 3710/3730 INDICATES THE RESISTANCE OF THE ROD, RESISTANCE OF THE COUNTERPOISE, LOCATION uﬁf&n Ngﬁg fﬁl?arié'zrﬁ BETWEEN JEST PBINT G F. ) REMARKS
CAN BE PLACED ARGUND THE GROUND ROD FTSELF. BUT ALSO OF THE CONNECTION TO THE SYSTEM NEUTRAL AND ALL BONDING CONNECTIONS REDS (FL) pogpmpegn
NOTE: THE CLAMP MUST BE PLACED SO THAT THE JAWS ARE IN AN ELECTRICAL PATH BETWEEN THE NEUTRAL AND THE ROD.
FROM THE SYSTEM NEUTRAL OR GROUND WIRE TO THE GROUND ROD, OR COUNTERPOISE.
- RECORD 2 OR 4 RESISTANCE READINGS OM DATA SHEET. IF ANY ONE READING IS ABOVE
A, U P LU A R ST M e
. A M TA SHEET TO THE PROJECT ENGINEER AND RECORDS.
CURRENT EXCEEDS 5 A, GROUND RESISTANCE MEASUREMENTS ARE NCT POSSIBLE. DO SEND COMP DA
NOT PROGEED FURTHER WITH THE MEASUREMENT. REMOVE THE CLAMP~ON TESTER FROM
THE CIRCUT, NOTING THE LOCATICN FDR MAINTENANCE, AND CONTINUE TO THE NEXT
TEST LOCATION. RECORD CURRENT ON DATA SHEET.
e GROUNDING WITH GROUND RODS ;’;?;ai'ﬁ‘ o e e GROUNDING WITH GROUND RODS ,?.;?;“f,“ﬁ““ﬁ
EIECTRG STANDARDS {DETAIL} 56270~100 FLECTRIC STANDARDY {DETALL} 56270-100
DATA SHEET FOR RECORDING
GROUND RESISTANCE MEASUREMENT
BY THE CLAMP ON GROUND RESISTANCE TEST METHOD
DATE:
TYPE OF METER AND MFG.:
MANHOLE NUMBER + TYPE:
POLE NUMBER + SIZE:
STREET ADDRESS:
NAME OF PERSON
PERFORMING TEST:
W, #
TEMPERATURE (AR): _ 'F
SIZE OF GROUND RODS: 3/8_DlA COPPER CLAD. UNLESS NOTED
SIZE OF CABLE FOR GROUND WIRE AND/OR COUNTERPOISE IS 4/0 COPPER (BARE} 7 STRAND, UMLESS NOTED
MEASUR MEASURED METHOD OF
(-7 N
GROUND RODS | COUNTERPOISE | GROUND RODS {COUNTERPOISE AND SAND, WET OR |_be. CADWELD | READING jWATER LEVEL | Rewais
TOTAL PER LOCATION|TOTAL PER LOCATON  (OHMS) {OHMS) COUNTERPOISE oRY BOLTED, AMPACT,| (AMFS)
{OHMS) CRIMP. FT)
LOGATION | LOCATION | LOCATION JLOCATION [LOCATIONLOCATION JLocslom/LOCATION | LOCATION | LOGATION JLOCATION |LOCATION LOCATION  LOCATION |OCATION].OCATION
# #2 # # # ] H #2 # #2 #t # #1 #2 # #2
m%n READING INDICATES OM RE OF THE FOLLOWING: e | :
A HiGH READING WDIGATES ONE O MORE - o ROUTE 59 ROAD IMPROVEMENTS
2) OPEN GROUND CONDUCTOR. .
3) HIGH RESISTANCE, DUE TO POOR CONNECTIONS ON RODS, HARDWARE & CLAMPS. DETAILS AND STANDARDS
4} METER CLAMP IS IMPROPERLY GLOSED. g BRI T
5) FAULTY METER. BCC 5-11-12 4211,4212,4223 NS
oL PSM N/A EU~12
R R 7
QQBOBASCO1D : 34.0WG 34 OF 83
NAPEIVELLE, PUBLIC BATE._G5~01-08 o PRI WORK REQUEST § |
OTErIRY DEPARTIRT GROUNDING WITH GROUND RODS e . Department of Public Utllities
{DETALL} B8270-100 Na pervil le Electric Division 60468
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